The Role of Hydrophobicity in the Development of Aluminum and Copper Alloys for Industrial Applications by Farzaneh, Amir et al.
Selection of our books indexed in the Book Citation Index 
in Web of Science™ Core Collection (BKCI)
Interested in publishing with us? 
Contact book.department@intechopen.com
Numbers displayed above are based on latest data collected. 
For more information visit www.intechopen.com
Open access books available
Countries delivered to Contributors from top 500 universities
International  authors and editors
Our authors are among the
most cited scientists
Downloads
We are IntechOpen,
the world’s leading publisher of
Open Access books
Built by scientists, for scientists
12.2%
122,000 135M
TOP 1%154
4,800
Chapter 8
The Role of Hydrophobicity in the Development of
Aluminum and Copper Alloys for Industrial Applications
Amir Farzaneh, Zaki Ahmad, Mustafa Can,
Salih Okur, Omer Mermer and Ali Kemal Havare
Additional information is available at the end of the chapter
http://dx.doi.org/10.5772/60724
Abstract
Improvement of corrosion resistance is a main challenge in surface and corrosion
engineering. Water is a main part of corrosion mechanism, and the omission of this
part will be helpful. By mimicking from nature, superhydrophobicity is a helpful
method to decrease corrosion and water presence on the surface. Superhydrophobic
surface and coating is a new type of coating that extension in recent decade and
increase application of this area every day. These type of coatings are using on
widespread of applications such as solar panels, displays, windows, paints and fabrics
to obtain water-proof, anticorrosive, self-cleaning and stain-resistant surfaces. Many
different studies have been reported to produce superhydrophobic surfaces from
many diverse materials (polymers, metals and other inorganic materials, composites,
textiles, paper). In this chapter, recent developments in the application of superhy‐
drophobic coatings for corrosion protection of aluminum and copper alloys will be
discussed. This chapter includes new production methods, theoretical works, and the
limitations of superhydrophobic coatings.
Keywords: Superhydrophobic, coating, Aluminum, Copper, Corrosion
1. Introduction
Investigation and research about superhydrophobic (SH) surfaces have been done as early as
the 1940s, but it is just recently that this field became a great point of interest [1]. At this time,
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the state of the technology is at a level to produce many possible applications. Also, there is a
race to discover the best procedures, methods, and theories. During the past decade, research‐
ers have published a lot of results in application and production methods. Polystyrene
nanotube forests to nano-casting lotus leaves are examples of production methods, and the
application ranges from lab-on-chip fluidics to self-cleaning paints [2]. There are widespread
production methods to obtain different properties. There are two main challenging problems
for researchers to solve: low effective lifetimes and high fabrication costs.
Water aggregation on the surface of metals in nature is a main problem that is responsible for
many types of destruction of metals such as corrosion and erosion [3-5]. Corrosion of metals
depends on the amount and state of water on the surface. The destruction of the passive layer
of oxide through the impact of water, sand, and abrasive particles occurs with loss of mechan‐
ical strength and corrosion resistance [6, 7]. Concrete structures that are very prone to water
penetration, as well as metallic structures, become sensitive to corrosion on coming in contact
with water [8]. Aeroplanes, helicopters, all ground transports, and concrete structures are
subjected to serious erosion problems [9, 10].
Over the past decade, a lot of progresses have been made on the development of artificial
superhydrophobic surfaces based on lotus leaf [1, 11-13]. Lotus leaf is held as a symbol of purity
in many countries, especially in some regions of Asia, due to its ability to remain clean when
emerging from murky ponds [14]. The natural cleaning mechanism that originated from their
microscopic structure and surface chemistry and that was first time reported by Botanists is
called Lotus Effect. This is explained in terms of water contact angle [15, 16]wherein it is larger
than 150º and the sliding angle is less than 10º. It is also hydrophobic as a result of a binary
structure (micro- and nanoscale), as well as the wax layer present on the leaf surface [14, 17-20].
Recently, various researchers have successfully fabricated superhydrophobicity with some
specific metallic substrates, such as Copper (Cu), and Aluminum (Al) [21-28].
The fabrication of engineered dust and water repellent surfaces is a novel method to eliminate
destructive species and control corrosion [11, 29]. Nature has shown the way to keep the
surfaces clean and the lotus flower is a good example with a hierarchical surface comprising
of micro valleys and nano hills. The valleys are comprised of nanohairs and epicuticular wax
particles while the hierarchical structure is responsible for dust and water repulsion. This type
of surface with a high contact angle is called a superhydrophobic surface [30-34].
The wet contact angle on a flat solid surface is shown in figure 1. Surface chemical composition
is the main factor which affects surface wettability. The contact angle is correlated by three
interfacial free energies: free energies at the solid-air (γSV), solid-liquid (γSL), and liquid-air
(γLV) interfaces, by the Young‘s equation [35]:
 cos   -= g gq g
SV SL
flat
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Figure 1. Young’s equation equilibrium condition on a flat surface.
As shown in Equation (1), by decreasing the surface free energy of solid-air interface (γSV),
hydrophobicity is increased. By the range of θflat, the surface is divided into two categories.
First, when θflat is smaller than 90°, the solid surface is considered intrinsically hydrophilic.
Second, when θflat is greater than 90°, the solid surface is considered intrinsically hydrophobic.
According to the reports, with the lowest surface energy, the maximum water contact angle
can be obtained such as in lotus flower to 120°. Further increase of the hydrophobicity can be
achieved by increasing by surface roughness [36].
In 1936, Robert N. Wenzel reported the effect of surface roughness on wettability [37]. As
shown in figure 2, Wenzel argued that if the droplet contours in the roughness, it should
enhance the hydrophobicity with a linear relationship between the contact angle and rough‐
ness given by:
cos cos=wq qr (2)
In the equation 2, Static θ referred to equation (1) is the contact angle of a smooth flat, θw is the
apparent contact angle enhanced by roughness and r is the roughness factor can be defined by
      =
True Surface Arear Horizontally Projected Surface Area (3)
The Wenzel equation shows that by increasing r (roughness factor), the hysteresis will increase
but this equation is only applicable until r reaches 1.7, after which, the hysteresis begins to
decrease. The Wenzel contact angle theory cannot be explained on a rough surface which
signifies the transition to the Cassie-Baxter model. A. B. Cassie and S. Baxter further developed
the theory to consider trapped air helping to suspend the droplet over the roughness contours.
Figure (2) shows that the drop can lie on a surface and air composite state defined by the solid
fraction (f), which is the fraction of solid in contact with the liquid droplet. With the Cassie-
Baxter model, the apparent contact angle (θc) related by Young’s contact angle (θ) and solid
fraction (f) is given as [38]:
cos cos  1 = + -q qc f f (4)
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Figure 2. Wenzel and Cassie-Baxter theory of droplet formation on a rough surface suspension on a solid/air compo‐
site [38]
As seen in this equation, apparent contact angle (CA) is increased by decreasing the solid
fraction (f) in high porous surface and increasing the CA of the smooth flat surface (θ) in low
surface energy and it is going to be a superhydrophobic surface.
The Wenzel’s and Cassie-Baxter’s models represent the exact contact state between the liquid
and the rough solid surface. These equations are applied for numerical demonstration on the
superhydrophobic surface materials. The Cassie-Baxter model explains how extremely rough
surfaces are energetically favourable to suspend the droplet on a composite surface of solid
and air [39].
For more explanation, the dependence of surface roughness and contact angle will be further
discussed. By placing a droplet on the solid surface, the three interfaces exist [40]: solid-liquid,
solid-air, and liquid-air. The relationship between these three interface energies is shown in
equation 1. Surfaces can be divided into two groups according to their affinity to water:
hydrophilic (water attracting) and hydrophobic (water repellent). Water molecules that
interact with the surface, which bear electric charges or polar groups typically are hydrophilic,
while non-polar surfaces are generally hydrophobic. On hydrophilic surfaces, the water
molecules suffer a loss of hydrogen bonding partners at the interface [36, 41].
For superhydrophobic surfaces, roughness by special properties plays a main role. For
explaining the surface roughness, there are surface parameters such as Roughness Average
(Ra), Root Mean Roughness (Rq), and Roughness Depths (Rz or Rmax). The effects of these
parameters on superhydrophobicity are not clear yet. The surface roughness in a superhydro‐
phobic surface should be a combination of nano and micro structures. For a rough solid surface,
which consists of asperities and valleys, with a typical size of roughness detail smaller than
the size of the droplet, CA was calculated by the Wenzel model. Natural superhydrophobic
surfaces also exhibit hierarchical roughness structure, therefore; a successful water-repellent
surface should also have a multiscale roughness.
2. Development of alloys by superhydrophobic surfaces
The surface treatment of metals is most important in metal production. There are various
surface treatment methods such as surface hardening, painting, and coating [4, 5, 38, 42].
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Superhydrophobic coating is a favourable research area in various applications because of its
natural water-resistant properties. Superhydrophobic surfaces have been achieved by the
controlling of surface roughness and topography in hydrophobic materials [39, 43]. For
superhydrophobic surface production, a variety of methods have been reported by mimicking
the surface of lotus leaves such as electrodepositing [44-46], anodic oxidation [27, 47, 48],
plasma and laser treatment [49-53], physical and chemical vapour deposition [54-59], electro‐
spining [60-62], sol gel techniques [63-65], and other methods. Various methods that have been
used to prepare superhydrophobic surfaces according to the properties of metals and the
method of superhydrophobic treatment for copper and aluminium will be discussed in this
review.
2.1. Superhydrophobic coatings in copper and alloys
Copper and its alloy are important materials that are used in the industry because of their high
electrical and thermal conductivities, good strength formability, and some others remarkable
properties. They are widely used in many applications such as electronic industry and
communications as a conductor in electrical power lines, pipelines for domestic and industrial
water utilities including seawater, and heat conductors and heat exchangers [13, 66]. In
environments that contain chloride ion such as marine environment, the copper alloys are
susceptible to various corrosion types such as pitting, stress corrosion cracking and crevice
corrosion. The protection of these alloys from this attack is a main concern for researchers
[67-70]. One of best method for protection is the use of superhydrophobic coatings.
The physical and chemical properties of copper play an important role in superhydrophobic
coating preparation. The information on the properties can help in choosing the right chemical
agent and predicting the available mechanisms during the superhydrophobic surface creation.
2.1.1. Mechanism of hydrophobic coating on copper and copper based alloys
Copper has an atomic number of 29, with valance of 1 or 2, lattice structure FCC, and oxidation
state of 1 and 2. The typical blue hexaaquacopper (II) ion ([Cu (H2O) 6]2+) is the simplest ion
that copper forms in a solution. Hydroxide ions of NaOH remove hydrogen ions from the
water ligands attached to the copper ion [71].
When the hydrogen ion has been removed from two of the water molecules, a complex with
no charge complex has been obtained. This neutral complex is insoluble in water and a
precipitate is formed.
Cu(H 2O )6
2+
+ 2(O H) - Cu(H 2O )4(O H)2 2H 2O+
Ammonia acts as both a base and a ligand. To obtain the same neutral complex, a small amount
of ammonia can be added to pull hydrogen ions off the hexaaqua ion exactly as in the
hydroxide.
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Cu(H 2O )6
2+
+ 2NH 3 Cu(H 2O )4(O H)2 2NH 4+
+
That precipitate can be dissolved if an excess of ammonia is added. The ammonia replaces
water as a ligand to give tetraamminediaquacopper (II) ions. It must be noted that only 4 of
the 6 water molecules are replaced.
Cu(H 2O )6
2+
+ 4NH 3 Cu(NH 3)4(H 2O )2 4H 2O+
2+
A precipitate of CuCO3 is formed as below.
Cu2+(aq) + CO
2-
3(aq) CuCO 3(s)
If concentrated hydrochloric acid is added to a solution containing hexaaquacopper (II) ions,
the six water molecules can be replaced by four chloride ions. The reaction taking place is
reversible.
Cu(H 2O )6
2+
+ 4Cl- Cu(Cl)4 6H 2O+
2-
Due to the reversible reaction, mixtures of colours of both complex ions are obtained. The
colour of the tetrachlorocuprate (II) ion is variously described as olive-green. If more water is
added to the green solution, it returns to its blue colour.
Copper (II) ions can oxidise iodide ions to iodine. In this process, they are reduced to copper
(I) iodide.
2Cu2+(aq) + 4I
-
(aq) CuCl(s) + I2(aq)
oxidation from  oxidation state -1 to  0
reduction from oxidation state +2 to +1
Copper (I) chemistry is limited by a reaction that occurs involving simple copper (I) ions in
solution. Copper (I) ions in solution disproportionate to give copper (II) ions and a precipitate
of copper.
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The reaction is:
2Cu2+(aq) Cu (s) +
T he other one is oxid ised to  a copper (II) ion
one ion is reduced to  copper
Cu2+(aq)
Any attempt to produce a simple copper (I) compound in solution results to as follows: for
example, if copper (I) oxide reacts with hot dilute sulphuric acid, a solution of copper (I)
sulphate and water may be produced. Because of the disproportionation reaction, a brown
precipitate of copper and a blue solution of copper (II) sulphate are obtained.
Cu2O + H 2SO 4 Cu CuSO 4+ H 2O+
The copper (I) oxidation state is stabilized by the formation of copper (I) complexes. For
example, both [Cu (NH3)2] + and [CuCl2] are copper (I) complexes that don't disproportionate.
The chlorine-containing complex is formed if copper (I) oxide is dissolved in concentrated
hydrochloric acid. It is possible to think that the reaction occurs in two steps. Initially, copper
(I) chloride forms:
Cu2O (s) + 2HCl(aq) 2CuCl(s) + H 2O (l)
However, in the presence of excess chloride ions from the HCl, a stable and soluble copper (I)
complex is formed.
+CuCl(s) Cl-(aq) CuCl2(aq)
-
Subsequently, to obtain white precipitate of copper (I) chloride (mentioned above), some water
is added to this solution to strip off the extra chloride ion [72, 73].
Preparations of superhydrophobic coating on copper surface initiates by surface modification
and etching in acidic environment based on copper oxidation. Liu et al. [13] have fabricated
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the superhydrophobic coating on copper substrate by a simple immersion method. In their
research, Cu substrates have been immersed in 13 wt. % HNO3 for 15s to remove surface oxides,
then immersed in solution (0.06 mL 37 wt. % HCl; 0.02 mL CH3COOH; 54 mL H2O) for 12
hours to roughen the surfaces, and then dried in the N2 flows. They were subsequently
immersed in an ethanol solution of n-tetradecanoic acid (0.1 M) at 37 ◦C for 10 days after which,
they could obtain a superhydrophobic film with a contact angle larger than 150◦. In this
attempt they improved corrosion resistance of copper and claim that the copper corrosion is
effectively inhibited by the formation of the superhydrophobic film.
The creation of superhydrophobic surfaces by n-alkanoic acid can be explained below:
1. oxidation of copper:
2Cu + 4H + 2H 2O+O 2 + 2Cu
2+
2. forming copper carboxylate:
Cu2+ + 2CH 3(CH 2)12CO O H 2H ++CuCH 3(CH 2)12CO O 2
N-alkanoic acid molecules capture Copper ions after being released instantly. By the reaction
of copper with the above acid, the reaction is transformed to copper carboxylate and appears
as a self-assembled flower-like structure. The immersion time is an important factor for this
process. The superhydrophobicity of the prepared surface can be explained by Cassie-Baxter
model [13, 21].
The superhydrophobic surface on copper can be prepared by 4, 5-diphenyl-imidazole (DPI).
Sheng Zhao et al. [74] have used this procedure to prepare copper superhydrophobic surface.
They firstly cleaned the copper ultrasonically in ethanol, acetone, and dilute hydrochloric acid
in turns for 15 min to remove the contamination, grease, and oxide etc. on the surface. The DPI
solvent was with various solutions such as methanol, ethanol, acetone, acetonitrile with 0.02
M concentrations. The treated copper plate was subsequently suspended in DPI solutions,
which were then put into a culture cabinet and deposited for 10–15 days at an ambient
temperature of 25 ◦C. After these processes, the hierarchical DPI mesostructures assembled
spontaneously at the solid–liquid interface.
Figure 3 shows the suggested mechanism in the previous process. The interface forces and
π −π   interaction and van der Waals contacts between the building blocks is a main building
mechanism for assembling mesostructures in the copper surface in DPI solutions.
It was also observed that copper easily reacts with fatty acids. Copper ions created the various
bonds with ion solutions and grow flowerlike self-assembled film on the surface with low
energy and rough morphology. There are various suggested mechanisms for superhydropho‐
bic growth films on copper surface but it seems that more research is needed to provide an
New Trends in Alloy Development, Characterization and Application246
acceptable mechanism. Additionally, the more important properties in copper superhydro‐
phobic coatings such as its durability and its condensing behaviour on copper tubes, are the
promising future areas of research.
Figure 3. Suggested mechanism for hierarchical DPI mesostructures assembled at the solid–liquid interface.
For improvement of superhydrophobity and the durability of copper surface, the next method
is to use additional polymeric compound with low surface energy properties. For the first time,
the copper has been treated by fatty acids, and then modified and coated by a low surface
energy agent. For example, by immersion, copper in oxalic acid aqueous solution at a concen‐
tration of 0.5 wt. % for about 5–7 days at ambient temperature, a superhydrophobic surface is
obtained. Poly (dimethysiloxane) vinyl terminated (PDMSVT) is used as a surface modification
agent, which is applied by spin coating methods and curing at in 120 °C for 2 h. water contact
angle of 154°. The bis- [triethoxysilylpropyl]tetrasulfide (BTESPT) by ethanol solvent can be
used as upper coating in treated copper [40].
The acceptable mechanism that can be used to create a superhydrophobic surface on copper
can be explained by two strategies. First strategy is through the creation of a rough surface by
etching copper in suitable acid and then coating of this rough template with low surface energy
agent such as silane base materials. For choosing acid as an etchant, it is important that the
copper can be reacted by the acid’s ions to grow the self-assemble compound on the surface.
As shown, the copper ion reacts with carboxyl radical, hence, the fatty type acids can be a good
choice to play this role. However, other types of acids can also be used. Another strategy is by
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degreasing the copper after putting it into dilute nitric acid to get rid of the copper oxides on
the surface. This should be followed by immersing in the aqueous solution of 2 M sodium
hydroxide at room temperature for 24 hours, fully washing with deionized water, and drying
in nitrogen stream. After that, the pre-treated copper is immersed in a formed aqueous solution
of 0.8 M cupric nitrate trihydrate for 24 hours, allowing the generation of a blue slice-like
Cu2 (OH) 3NO3 crystals. A good rough surface can be created by the process described,
followed by coating a blue slice-like Cu2 (OH)3NO3 film by immersing in an ethanol solution
of 1H,1H,2H,2H-perfluorodecyltriethoxysilane for 24 hours. The specimens are washed with
ethanol and dried in an oven at 1200C for 1 hour [75].
After the formation of a superhydrophobic surface by simple immersion methods, a flowerlike
morphology is observed. Copper oxide or sulphides or other suitable composition grow on
the copper surface to produce a good micro-nano rough template. There are no special
optimum conditions for the surface treatment of copper and in each report, different times and
temperatures have been reported but the basic principle is that coating by the fatty acids is a
good option for copper surface superhydrophobic treatment.
2.1.2. Techniques of deposition of superhydrophobic coating
There are various methods to create a superhydrophobic coating that still exists until now.
Among these methods, the electrochemical method is favorable because there are many factors
to control the film growth rate, morphology, and properties. The most common method,
however, is the anodizing method where the copper plate acts as an anode in electrolyte.
Caustic Soda solution can be used as an electrolyte at 3.0 mol/l concentration. The current
density and temperature range is about 600 mA/dm2 and 25 respectively. If the current density
is decreased to 200-600 mA/dm2 and the temperature enhanced to 60 centigrade, the CuO film
will be converted to Cu (OH) 2films. Under these conditions, oxide film formation is controlled
by applied current. Below is the general mechanism [76]:
Cu2+ + 2O H - Cu(O H)2- 1
Cu2O
- 2Cu(O H)2 + 2H 2O 2O H -+
2Cu2O + O 2 4CuO 3
Cu2+ + 4O H - Cu(O H)4- 4
Cu(O H)4 4CuO 2H 2O 2O H - 5+ +
The first reaction captures the released Cu+ ions and then the captured radical are decomposed
to copper oxide. After passage of time, the film grows on the surface and the nano-micro surface
is obtained. After this process, various low surface energy agents can be used for surface
modification.
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Ethanolic stearic acid is a second choice as an electrolyte. In the anodizing system, the copper
also can be made as a cathode. The voltage could be about 30 V DC. By using this type of
electrolytes, the copper can be reacted by the acid’s ions to be able create the low surface energy
compounds with micro-nano rough surfaces. In this process, where copper acts as an anode
in electrolyte, the copper ion reacts with the electrolyte’s free radicals and form slow surface
energy films. By using the proper voltage and time, the morphology can be controlled. The
voltage used in most of the electrolytes is near 30 V DC but by altering the concentration and
temperature, it can be changed [77]. This procedure can be varied because there are lots of fatty
acid that copper ions can react with their free ions in electrolyte, make the stable compound
and deposit on the surface [78-80]. It seems that the mechanism, optimum conditions and
electrolyte comparison is a question that should be answered in the future.
Electrodeposition is a well-known process that was invented by Alessandro Volta in the 1800s
[81]. In this method, a current is passed through an electrochemical cell from an external source
to reduce the dissolved metal cations, so that they form a coherent metal coating on an electrode
[82]. This method has a lot of advantages, such as being low cast, facile, highly effective, and
easily controllable by simply adjusting the electrodeposition parameters, such as DC voltage,
current and electrolysis time [83]. In this method, various metals and compounds can be coated
on a copper surface. For this reason, copper is used as a cathode in electrolyte to deposit the
coating on the surface. Various types of electrolytes can be used. For example, nickel or cerium
based electrolytes, copper based electrolytes, and the proper metals salts solution with acidic
media can be used as electrolytes [84]. An important point to be noted is to use a low surface
energy compound in electrolytes. For example, myristic types of acid can be a good choice.
Chen et al. [85] in 2012 have prepared suitable superhydrophobic coatings on copper surface
by the electrodeposition method. Nickel chloride (NiCl2 6H2O) and myristic acid with ethanol
were used as an electrolytic solution. Anode and cathode both were copper plates. The DC
current of 30 V has been used. Using this method, the superhydrophobic nickel coating
deposited on the copper surface. To optimize electrodeposition conditions, the concentration
of nickel chloride was kept to 0.08M and that of the myristic acid to 0.071M. The superhydro‐
phobic surface showed a high water contact angle of 1600. The mechanism in this process can
be explained by the following equation:
Ni2+ + 2e - Ni
Ni CH 3(CH2)12CO O  2 + 2H ++ 2CH 3(CH2)12CO O H
H 2
Ni2+
2H + + 2e -
Nickel ions absorbs electron with two reactions and deposited on the surface. It can be seen
that the nickel deposited had two types: nickel and Ni [CH3 (CH2)12COO] 2. By passing the
current for 15 minutes, the water contact angle rises to about 1600, but in further increasing the
time, the superhydrophobicity decreased because of losing micro-nano rough properties. More
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time causes an increase in the film thickness. The film thickness can be chosen according to
the application. For corrosion protection in aggressive environment, the thickness must be
high. But, it is important that the coating thickness is not higher than a specific thickness and
that it can be optimized by testing the deposition time and water contact angle. By growing
the coating on the surface, the micro nano porosity by the new deposited compound and the
rough surface will be destroyed.
Myristic acid with 0.038 M cerium chloride and 0.1 M myristic acid can also be a good
electrolyte for the electrodeposition of superhydrophobic coatings on copper surface. The
superhydrophobic properties of this deposition are because of the cerium compound (Ce [CH3
(CH2)12COO] 3 composition, which increase the water contact angle to 1650 [85].
It is possible to use other methods to produce the superhydrophobic coating on the copper
surface. If one process can make a rough surface with low surface energy properties, the
superhydrophobic coating will be obtained. Hitherto, so many attempts have been done about
superhydrophobic surfaces. Sol gel methods, electroless, electrodeposition and sputtering, etc.
are available methods to surface modification in copper. But the main concern is the durability
of the coating and the wear and erosion performance. Future research must focus on durability
and application of the superhydrophobic coatings in aggressive media.
2.2. Superhydrophobic coatings in aluminium and alloys
Aluminium is widely used in various industrial fields as a basic material because of its excellent
properties such as low density, excellent thermal and electrical conductivity, high specific
strength, and good castability [86, 87]. However, the application and development of alumi‐
nium alloy are limited due to high metal reactivity and poor corrosion resistance in aqueous
solution, especially in corrosive environment such as in aqueous solution containing Cl− ions
[88]. So, it is necessary to enhance the corrosion resistance property of aluminium in corrosive
environment, which will greatly extend their applications as engineering materials [89]. For
this reason, making an aluminium surface superhydrophobic has many application possibil‐
ities. By anticorrosive coating, the corrosion performance of aluminium alloys can be im‐
proved. Feng et al. [90] introduced facile and environment-friendly methods to fabricate
hydrophobic surfaces to mitigate corrosion.
Aluminium has special properties due to its oxide layer on the surface that protects aluminium.
Anodizing of aluminium can achieve a very durable surface that may be unaffected by weather
for many years and many chemicals, if done properly. In this process, a thick film of aluminium
oxide is built up on the surface of the aluminium, through the use of a direct current electrical
supply. During the process, the aluminium located in the electrochemical cell is used as anode
in an acidic media. The electrolyte can be a solution of sulphuric acid, phosphoric acid, oxalic
acid, etc. and a direct current is applied to start the anodizing process [91].
The important point is it to optimize parameters which control the oxide layer thickness. This
oxide layer contains hexagonal pores. The aluminium porous oxide layer consists of two layers
that are a thick porous outer layer and a thin inner layer of oxide called barrier layer. The outer
oxide layer of barrier-type alumina strongly depends on the type of electrolyte, the concen‐
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tration of adsorbed anions, and the faradaic efficiency of film growth. The oxide layer can be
achieved with pores of various sizes and shapes which are important for roughness as
roughening depends on pores [92, 93]. Several attempts have been made to create superhy‐
drophobic coatings on aluminium surface by anodizing method.
Shibuichi et al. [94] have reported a new research about super water- and oil-repellent surfaces
in 1998. The rough aluminum surface was fabricated in o.5 M of acid sulfuric solution, 10 mA/
cm2 the current density and 3 hours anodizing time. Anodizing is a good method for surface
roughening of Al. The chemical additives in the anodizing electrolyte affect the surface
morphology and pore size. Holes and pores can be ordered by configuration of anodic porous
alumina with two types of processes: naturally occurring long-range ordering, and ordering
with ideally arranged hole configuration formed using anodization of pretextured [95].
In the pretexturing methods, the ordered convexes are generated as a mold by nanoindenta‐
tion. The ordered sites are an initial nucleation location for holes during the anodizing process.
During anodizing for each application, the pore size and distance can be controlled. For
superhydrophobic applications, obtaining suitable rough surface with micro-nano specifica‐
tions is an important part. By increasing the voltage in each media, the distance of interpores
is maintained between 0-500nm. The pH and conductivity of electrolyte lead to smaller pore
size. There is no clear result on the effects of temperature to the pore size but it is obvious that
temperature is very important. In addition, obtaining room or lower temperature depends on
the electrolyte and choosing suitable temperature types provide uniformity on oxide film with
low defects. The aluminum alloy types have various impurity caused to be defects in the film.
It seems that the research in this area is so rare and needs to concentrate on the effect of alloy
elements on pore formation and surface roughening. So many parameters can affect the final
surface morphology during anodizing, such as grain size, residual stress, stirring the electro‐
lyte, and so many additives to electrolyte [47, 48]. Here, we will focus on the effect of additives
on the sulphuric acid electrolyte to obtain optimum conditions.
In anodizing with sulphuric acid, the concentration of sulphuric acid can be around 165-225
g/l but a concentration of 185g/l has shown better results. The current density can be varied
between 0.8-1.8 A/dm2. There are many additives which can be used for changing pore
size and morphology. Sodium chloride, by delivering of Cl- ions in electrolyte, changes the
pore size. The possible mechanism is that the Cl-  ions create a corrosive media attack on
to the surface and generate pits on the oxide film. There are many reports on the effect of
chloride ions on the pore geometry [47, 48, 96].
Wu et al. [47] have reported the effects of various additives in sulphuric acid electrolyte
on superhydrophobicity of aluminum. The aluminum was placed in a sulphuric acid bath
at  30  0C  temperature.  The  additives  were  oxalic  acid,  potassium  dichromate,  chloride
sodium, and glycerol.
The pore growth may be due to a field-assisted hydrogen ion attack on the oxide layer. By
decreasing the hydrogen ion concentration, this attack will be slowed down or stopped and a
barrier-type film layer will be formed. But it should be noted that the hydrogen ion attack must
be fundamental to pore nucleation and development. So, the oxalic acid addition can increase
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the film thickness by retarding the dissolution rate of aluminum oxidation film and widen the
oxidation temperature range without prominent effect on the morphology variation of the
oxidation film and structural properties, which is in favor of controlling the anodic oxidation
process. The optimal concentration of oxalic acid is at a range of 5–10 g/L.
Chloride ion is a highly active ion that reacts with Al ion to create the pits. The mechanism of
pitting can be explained as below:
Al3+ + Al(O H)2+
Cl-
H 2O
Al(O H)2+ + Al(OH)Cl+
After production of chloride complex, the final reaction is acid production and this process is
a main reason of pitting production. This reaction is:
Al(OH)Cl+ + H 2O Al(OH)2Cl+H+
Acidic condition is corrosive than the other sides. This reaction creates a corrosive location by
which holes and pits are generated in the oxide film, resulting in bigger porous structures
occurring on the surface of the aluminum alloy. Therefore, the roughness further increases and
leads to a good superhydrophobic surface. Presence of glycerol in electrolyte can minimize the
corrosive effect of electrolyte and also may increase the ductility of the oxidation film. The
chromate components such as potassium dichromate can improve uniformity of oxide films.
The chromate plays the role of an inhibitor in aluminum corrosion and pitting, and by control,
the film pitting may improve uniformity [27, 47, 48, 55, 91-93]. The mechanism and real effect
of glycerol and chromate is not clear and needs more research.
In the first 5 minutes during anodizing, the pores are heterogeneous. With the passage of time,
the film formation becomes homogenous and the pore size and shape becomes suitable for
superhydrophobic surfaces with adequate roughness. The optimum time can be changed from
10 to 60 minutes according to the electrolyte composition.
In another report,  Liu et  al.  [48]  also prepared superhydrophobic coatings by anodizing
and depositing polymeric coating on the surface of the aluminum alloy. They fabricated a
superhydrophobic surface by polypropylene (PP) coating after anodizing, and obtained a
superhydrophobic surface on aluminum with a contact angle (CA) of 162º and a sliding
angle of 2º. They chose sulfuric acid concentration at a constant value of about 170 g/L and
the  oxalic  acid  and sodium chloride  concentration  as  variable.  Results  showed that  the
optimum concentration of oxalic acid was 10 g/l and thess results were confirmed in Ruomei
Wu’s report. The optimum concentration for sodium chloride reached about 1.2 g/l. This
electrolyte  consist  of  a  solution  with  acid  sulphuric,  oxalic  acid,  and  sodium  chloride
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[49].The  concentration  of  chloride  ion  could  not  be  increased like  the  electrolyte  which
contained  potassium  dichromate  because  this  additive  inhibits  the  corrosive  effect  of
chloride ions. It could increase only up to 50 g/L.
As a conclusion, the current, time, temperature can be varied by additive agents and it should
be noted that the additive amount is also affected by each other’s presence at the same time.
Anodizing process is a good method to create suitable rough surface by controlling the pore
size and morphology. After anodizing the surface modification by low surface energy agents
such as propylene, superhydrophobic coating can be obtained.
Surface modification is a final process to fabricate superhydrophobic surfaces after anodizing.
In this process, various low energy agents can be used but it should be noted that these agents
should have good bonding characteristics with aluminum oxide and also do not destroy the
rough templates [14, 19, 22-27, 63, 65, 95, 97-99].
In a study, anticorrosive superhydrophobic surfaces have been fabricated by melting myristic
acid (CH3 (CH2)12COOH) adsorbed onto the anodized aluminum [97]. The static contact angle
for seawater on the surface was about 154º. The predictive reaction can be shown as:
Al3+ + 3H +3(CH 2)12CO O H 3(CH2)12COO3Al +
The myristic acid is a fatty acid and its component by metal ions on the surface generated low
energy agents. As it is shown in the previous formula, the released Al ions, during the process
of chemical modification, can be immediately captured by coordination with n-tetradecanoic
acid molecules, forming aluminum carboxylate. This is the final coating that makes the
anodized aluminum surface superhydrophobic.
Polypropylene is another inexpensive polymer with low surface energy properties to prepare
superhydrophobic surfaces on anodized aluminum. The sample can be coated by dipping it
in a polymer solution. Acetone or dimethyl-benzene can be used as a solvent and the concen‐
tration can be around 6-7 g/l [48, 100].
All low surface energy polymers and agents, by ability of absorbing on anodized alumi‐
num surface, can be used to surface modification like methacrylate polymer, silane coupling
agent, etc.
Surface pretreatment or clearly roughening of aluminum can be done by other chemical
etching. It is important to choose one chemical agent to have the ability to have aluminum
corroded in this environment to obtain a rough surface by presenting pores. Strong mineral
acid solutions like hydrochloric acid in the presence of some additives are a good etchant for
surface roughening. Aluminum, in normal conditions, is an active metal so it can be oxidized
by acids and aggressive conditions. For this reason, various methods can be used to surface
roughening by corrosion of surface. Cl- ions form complex with Al ion, hydrogen, and
hydroxide ions. The concentration, temperature, etching time, and additives are important
parameters for aluminum roughening by chemical etching. Hydrofluoric acid is one of
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additives to the acid solution. Acid nitric and sodium hydroxide solutions are other options
to use as an etchant to roughen the aluminum surface [101, 102]. Putting aluminum in boiling
water can also change the surface morphology [89, 90]. Results show that the lotus like
structure has been obtained after surface treatment in boiling water. By increasing the boiling
time, denser and more interconnected network structures form.
The following reactions are possible in this condition:
2Al + 2Al(O H)36H2O 3H 2+
2Al + 4H2O 2AlO (O H)
2Al + 3H2O Al2O 3
3H 2+
3H 2+
When aluminum is placed in boiling water, the intrinsic oxid layer starts to dissolve and react
with water. After aluminum starts to react with water, hydrogen gas is released after the
oxidation reaction of aluminum. It can change the film growth mechanism like nanograss.
Here, we will review recent attempts to fabricate superhydrophobic coatings on aluminium.
Feng et al. [90] introduced facile and environment-friendly methods to produce excellent
corrosion resistance. They treated the aluminum alloy surface in boiling water and immersed
it in a stearic acid (STA)–ethanol–H2O solution. They fabricated a porous and rough structure
surface by superhydrophobic performance with a water contact angle of 155º and a rolling
angle of 5º. The superhydrophobic aluminum alloy also gained excellent corrosion resistance.
[89] in another research, Feng et al., fabricated the anticorrosion superhydrophobic coating on
aluminum alloy with boiling water treatment and stearic acid modification. They showed that
a superhydrophobic surface with a contact angle of 154.1º can be obtained when the aluminum
alloy was treated in boiling water for 30 seconds and modified with 5 mmol/L of stearic acid
for 24 hours at room temperature. Also, the corrosion resistance of the aluminum alloy
improved with the increase of the water contact angle, and the superhydrophobic aluminum
alloy has the best corrosion resistance as compared to the other aluminum alloys. Also, Han
et al. [103] made aluminum surface as superhydrophobic by the same process (boiling in water
and modification by low surface energy agent) and they evaluated an icephobic behaviour of
this coating. It was found that the superhydrophobic durability is remarkably affected by the
preparation conditions, even if the surfaces initially showed almost identical superhydropho‐
bicity. The best result was observed for the Al substrate etched for 2 hours and octadecyltri‐
chlorosilane (OTS) coating with 0.09 wt. % concentration in toluene. Zubayda et al. [104]
improved this method by the two simple and environmentally friendly techniques of me‐
chanical sand blasting and boiling water treatment, and lowering of surface energy by 2H-
perfluorodecyltriethoxysilane agent. The highest contact angles of 158º for water, 156º for
ethylene glycol, and 154º for peanut oil were obtained after forming hierarchical structures
involving shapes of microgrooves obtained by one directional sanding and nano grass by
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immersing in boiling water for 1 minute. Guo et al. [14] made aluminum and its alloy surfaces
superhydrophobic by immersing them in sodium hydroxide for several hours followed by the
spin coating with a layer of perfluorononane or poly (dimethysiloxane) vinyl terminat‐
ed(PDMSVT). This treatment increases the water contact angle from about 67º to above 160º.
In similar reports, they obtained a stable biomimetic superhydrophobic surface on aluminum
alloy by wet chemical etching following modification with cross-linked silicone elastomer,
perfluorononane (C9F20), and perfluoropolyether (PFPE), respectively. They claimed that
“The trapped air with the binary structure plays a key role in fabricating superhydrophobic
surface on aluminum alloy.” In other words, the unusual structure on the surface, which has
a binary structure consisted of micro protrusions and nanoparticles, plays a very vital role in
the constructing of a stable biomimetic superhydrophobic surface on the aluminum alloy [14,
19, 20]. Zhang et al. [105], with a simple method, rendered a stable superhydrophobic surface
on the aluminum alloy by a low-cost, one-step method, which is simply immersing the
substrates in a solution containing hydrochloric acid and fatty acid molecules. High water
contact angle was about 163º and low adhesion was achieved on the treated surfaces. Cho et
al. [106] provided a superhydrophobic surface with uniformly superhydrophobic surface
where nano-scale structures were fabricated through an alkali surface modification method
and self-assembled monolayer coating. The fabrication process for dual-scale hierarchical
structures combining both microstructure via sandblasting techniques and the nano-struc‐
tured aluminum hydroxide layer was done to enhance the mechanical durability of the
superhydrophobicity. They remarked that the resulting hierarchical structures are suitable for
diverse applications of aluminum in various industrial areas, including self-cleaning, anti-
frosting, and microfluidic devices for rigorous environments. In another attempt, a superhy‐
drophobic surface with a water contact angle of 166º was fabricated on an aluminum substrate
by electrochemical machining using neutral NaNO3 electrolytes, followed by fluorination [26].
In another similar work, a superhydrophobic surface on an aluminum substrate by one-step
electrochemical machining using sodium chloride (NaCl) aqueous solution containing
fluoroalkylsilane as the electrolyte have been fabricated [86]. Static water contact angle
obtained was about 166º and a tilting angle of about 10º. Saleema et al. [23]with a simple one-
step process made aluminum alloy surfaces superhydrophobic by immersing the aluminum
alloy substrates in a solution containing NaOH and fluoroalkyl-silane (FAS-17) molecules. In
this report, the surfaces provided a water contact angle as high as ∼162º and a contact angle
hysteresis as low as ∼4º. The study indicates that it is possible to fabricate superhydrophobic
aluminum surfaces easily and effectively without involving the traditional two-step processes.
Liu et al. [99]coated aluminum surface by the following procedure. First, the aluminum foil
was immersed in a sealed autoclave containing an aqueous solution (dissolved AlCl3 and
triethanolamine (TEA, 0.75 M) in deionized water). And then it is heated in the oven at 100 ºC
for 5 hours washing the as-obtained aluminum foil several times with deionized water and
drying at ambient temperature. Finally, the film was modified by dipping the substrate in an
ethanol solution of 5 mM stearic acid (STA) for 10 hours followed by rinsing the sample in
absolute ethanol. The obtained surface demonstrates superhydrophobicity with a water CA
of 169º and a sliding angle of about 4º after STA modification. The non-sticking behaviour,
long-term storage stability, and relatively good mechanical strength were also obtained.
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Some other attempts were conducted by anodizing process and showed very interesting result
[27, 47, 48, 100, 107]. Zhang et al. [105] simply coated superhydrophobic alumina films with a
2D close-packed array of nano-spheres on industrial aluminum foils by an anodization method
and following modification. The water contact angle of the resultant surfaces was about 154.6º
± 1.4º and the adhesion of water droplets was very weak. Wu et al. [48]obtained a superhy‐
drophobic surface of the aluminum alloy micro/nano film with porous structures anodized
and polypropylene coating under the difference test parameters. They obtained the best
superhydrophobic film on aluminum alloy with the contact angle (CA) of 162º and the sliding
angle of 2º. Liu et al. [47]also prepared a superhydrophobic coating by anodizing and poly‐
meric coating on the surface of aluminum alloy. They fabricated a superhydrophobic surface
by polypropylene (PP) coating after anodizing and the best superhydrophobic surface on
aluminum alloy achieved was with the contact angle (CA) of 162º and the sliding angle of 2º.
He et al. [97] fabricated underwater anticorrosive superhydrophobic surface by melting
myristic acid (CH3 (CH2)12COOH) adsorbed onto the anodized aluminum. The static contact
angle for seawater on the surface was about 154º. They showed that the superhydrophobic
surface significantly improved the corrosion resistance of aluminum in sterile seawater. Liu
et al. [24] prepared a superhydrophobic surface by anodizing and surface modification to
evaluate reducing microbiologically influenced corrosion of aluminum. They showed that the
superhydrophobic surface significantly reduced the corrosion rate of aluminum. Some others
also reported the same by fabricating superhydrophobic coatings with chemical modification
on the anodized aluminum and this has been shown that the aluminum alloy corrosion
resistance is effectively improved by the formation of a stable superhydrophobic coating and
this can be widely applied in the corrosion protection of various engineering materials [48]. In
some others researches, the superhydrophobic coating was prepared by using additional
deposition methods like CVD and dip coating with a combination of anodic oxidation [20,
108-111]. As a conclusion, it can be said that superhydrophobic coatings with excellent
properties and long term durability can be a good selection for various industrial applications.
3. Corrosion prevention through superhydrophobic surfaces for various
alloys
All  metals  have  a  tendency  to  corrode  in  most  of  atmospheric  conditions.  The  metal
corrosion accrues because of the interaction between water and a metal substrate. Deposi‐
tion of soluble salt particles at a certain relative humidity can accelerate the corrosion rate
most of the time [111].
Salt particles tend to adsorb moisture and form saline droplets, which can in turn accelerate
atmospheric corrosion due to the presence of corrosive ions [112]. In principle, the presence of
a water droplet (or a film) over a metal surface, electrochemically changes its surface condition
from homogeneity to heterogeneity. Improvement of corrosion resistance is a main challenge
of surface and corrosion engineering [113-115]. Water is a main part of the corrosion mecha‐
nism and the absence of water will be helpful. By mimicking from nature, superhydrophobicity
is a helpful method to decreasing corrosion and water presence on the surface. Superhydro‐
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phobic surfaces and coatings are the focus of attention in the recent decade and their applica‐
tions are increasing every day [116, 117].
The advantage of superhydrophobic coatings in corrosion protection can be explained by two
observations. Firstly, the hydrophobicity prevents water absorbing on the surface while the
air gets trapped in the grooves of a superhydrophobic film, by which water droplets comes
into contact with the film through composite interface of both air and solid. Secondly the
superhydrophobic coating acts as a protective coating against corrosion. The self-cleaning
properties of superhydrophobic coating prevent deposition of corrosive salts water droplet,
which easily rolls off and takes away salt particles adhered to the surface [118]. In this section,
the principle of corrosion prevention by superhydrophobic coatings would be discussed.
The relative humidity (RH) of the atmosphere is an important factor for generating water
droplets on the surface and absorbing by solid salt particles. The salt deposition on the surface
followed by water absorption creates a suitable condition for corrosion. Deliquescence
happens when water molecules absorbed on a salt particle surface form a film of saline solution
until the salt particles are dissolved completely. This process is an important factor that induces
atmospheric corrosion. It is important that the salt particle present on superhydrophobic
surfaces will be removed after it transforms into saline droplets as a preventive measure.
In one study, the corrosion behavior of superhydrophobic surfaces on copper has been
investigated under humid condition. The RH of the atmosphere was 90% and the NaCl
particles were located on the surface. The samples were inclined at an angle about 200 º and
the behavior of salt particles during water absorption was monitored. The observed results
were interesting because the superhydrophobic surface acted as a lubricant by reducing
friction between two solid particles and caused water absorption by salt and condensing the
water. The water did not spread over the surface compared to hydrophilic surface. The water
droplets located in the spherical shape by low surface came into contact with the superhydro‐
phobic surface. It showed a significant improvement in the corrosion resistance of copper
alloys by superhydrophobic coatings in humid environment which is more aggressive than
dry environment.
The trapped air played an important role to create superhydrophobic surfaces because the
trapped air decreased the solid surface connection by water droplets. In the same work, the
effects of the trapped air on corrosion performance of copper superhydrophobic coatings have
been evaluated. The corrosion performance was electrochemically measured. Three samples,
hydrophilic copper plates, degassed superhydrophobic, and superhydrophobic coatings in the
same condition were tested. Results showed that the absence of air decreased the corrosion
resistance. It can also be found that the air trapped in the film is the main contributor for the
barrier performance and stability of the superhydrophobic film. The trapped air inhibited
electrochemical reactions between the substrate and corrosive medium. Also, air can play as
an isolation film between the corrosive medium and Cu substrate.
Aluminum alloys are tendentious to corrosion and a superhydrophobic coating is the best
choice for the improvement of corrosion resistance. From the literature, it can be seen that the
superhydrophobic coating can improve the corrosion performance of aluminum in simulated
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marine environment. He et al. [97]studied the corrosion protection for aluminum in seawater,
where the results showed that the superhydrophobic coating has highly protective properties
against aluminum corrosion in sea water. They claim that “this method should be easily
applied to large-scale production of superhydrophobic engineering materials with ocean
industrial applications.” Also in another work, Liu et al. [97] showed that the superhydro‐
phobic coating can reduce biofilm formation on the surface because of the low binding strength
between bacteria and the surface, and probably due to a cohesive failure within the condi‐
tioning layer.
4. Conclusion
In conclusion, it is established that the superhydrophobic surface is the best choice as a coating
and protection layer against environmental effects such as surface corrosion, biofouling, dust
and water interaction by mitigating the effect of humidity and other gasses, and accumulation
of particulate matters on the surface. The superhydrophobic coatings offer the unique
advantage of ease of fabrication, and their capability to withstand harsh environment which
deteriorates the properties of metals and non-metals.
These surfaces are also limited in withstanding erosion, high flow rates, and elevated temper‐
atures under aggressive conditions. However, the ongoing research is likely to resolve the
above mentioned problems. These coatings also possess multiple qualities and properties such
as anti-corrosion performance, self-cleaning and other properties which depend on the
fabrication method.
The major limitation of these coatings is their durability because these coatings lose their
properties with the passage of time. From an economical view, this coating is expensive and
this concern may possibly be solved in the future by adopting cheaper fabrication methods
and using cheaper superhydrophobic materials for coating.
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